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7440-41 Set İçeriği / Set Contents

Torklu Tornavidalar 
Torque Screwdrivers

7440 [0.3 – 1.2 N.m] 
7441 [1.2 – 3.0 N.m]

        867/1 TZ TORX®

TX 6×25 TX 9×25 TX 20×25 

TX 7×25 TX 10×25 TX 25×25

TX 8×25 TX 15×25 TX 30×25

        867/1 Z IP TORX PLUS®

6 IPx25 9 IPx25 20 IPx25
7 IPx25 10 IPx25 25 IPx25
8 IPx25 15 IPx25 30 IPx25

        840/1 Z HEX-PLUS
2.0×25 3.0×25 5.0×25  
2.5×25 4.0×25 6.0×25
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Torklu Tornavidalar 
Torque Screwdrivers

7440 [0.3 – 1.2 N.m] 
7441 [1.2 – 3.0 N.m]
7442 [3.0 – 6.0 N.m] (Pistol)

        867/1 TZ TORX®

TX 6×25 TX 9×25 TX 20×25 

TX 7×25 TX 10×25 TX 25×25

TX 8×25 TX 15×25 TX 30×25

        867/1 Z IP TORX PLUS®

6 IPx25 9 IPx25 20 IPx25
7 IPx25 10 IPx25 25 IPx25
8 IPx25 15 IPx25 30 IPx25

        840/1 Z HEX-PLUS
2.0×25 3.0×25 5.0×25  
2.5×25 4.0×25 6.0×25

TORX® TORX PLUS® HEX-PLUS

TORK TORNAVİDALARIKalibrasyon
Sertifikalı7440 Kraftform

Kraftform Serisi Torklu Tornavida Setleri
Torque Screwdrivers Sets

 » 0.3 - 3.0 N.m ve 0.3 - 6.0 N.m’lik iki ayrı set olarak sunulur. 
 » ISO6789 standartlarında uygun ±%6 hassasiyet.
 » Kolay okunan N.m ölçekli gösterge paneli seçeneği.
 » 1/4” altıgen dahili Rapidaptor bits tutucu ile sevk edilir.
 » Rapidaptor sayesinde bits uçlar kolayca değiştirilebilir.
 » Yalnızca sıkma yönünde torklama yapar.
 » Sökme yönünde tork özelliği olmadan kullanılabilir.
 » Seçilen tork değerine ulaşınca boşa çıkar.
 » Her sette Torx, Torx Plus, Hex Plus uçlar bulunur.

 » Two different sets range ; 0.3 - 3.0 N.m and 0.3 - 6.0 N.m.
 » Easy-to-read N.m scale.
 » ±%6 Accuracy exceeds the requirements of ISO6789.
 » Tool ‘slips’ when torque is achieved removing the possibility of ‘over-tightening’.
 » Supplied with Rapidaptor 1/4” hex. bit holder and 24 pcs bits.
 » Each set has Torx, Torx Plus and Hex Plus bits.
 » Easy torque adjustment without the need of additional specialist tools.
 » The multi-component Kraftform handle for quick and low-exertion working.


