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HİDROLİK GÜÇ ÜNİTELERİ

HAZ Serisi Manuel Kontrollü Hava Motorlu Hidrolik Güç Üniteleri
HAZ Hydraulic Powerpack with Air Driven Motor

HAZ

 » Döner tip hava motoru ile çalışır, 700 bar hidrolik güç üretir.
 » Doğalgaz gibi patlama. parlama riski olan sahalarda kullanılır.
 » 14-100 litre arasında 4 farklı yağ tank seçeneği mevcuttur.
 » Dört yollu üç pozisyonlu 4/3 yönlendirme valfi ile sevk edilir.
 » Dahili emniyet valfi sayesinde basınç 700 bar üzerine çıkmaz.
 » Harici valfiyle kademesiz 0-700 bar arası basınç ayarı sağlar.
 » Tek etkili veya çift etkili kriko uygulamalarında rahatça kullanılabilir.

 » Powered by a rotary vane air motor suitable for use in hazardous environments.
 » Equipped with manual valve easy to convert from double to single acting operation.
 » Internal safety valve set at 700 bar to prevent overpressure.
 » External adjustable pressure relief valve.
 » Roll bar and wheel kits available as options on request.

* 100 Barda debi  / Flow at 100 bar

Opsiyonel Aksesuarlar  
Optional Accessories

Yağ soğutma fanı Dijital manometre
Digital gaugeOil cooling fan Roll bar

Taşıma arabası

Model Yağ Kapasitesi 
Oil Tank

700 Barda Debi 
Flow@700 Bar

60 Barda Debi 
Flow@60 Bar

Hava Tüketimi 
Air Consumpt.

Motor Gücü 
Power

Ağırlık 
Weight

Ölçüler 
Sizes

Çift Etkili 
Double Act.

Tek Etkili 
Single Act. Ltr L/dak L/dak L/san kW Kg mm

HAZ744 HAZ742 14 0.36 4 30 @5.6 Bar 3 32 368x290x410

HAZ454 HAZ452 25 1.17 - 50 @5.6 Bar 3.7 57 450x325x540

HAZ564 HAZ562 50 2.2 - 80 @5.6 Bar 6.6 109 540x415x742

HAZ874 HAZ872 100 2.2 11* 80 @5.6 Bar 6.6 184 830x500x812


