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ELEKTRİKLİ TORK ANAHTARLARI
TESB

Kalibrasyon
Sertifikalı

Elektrikli Demiryolu Montaj Tork Anahtarları - [300 - 1200 N.m]
Railway Assembly Electronic Torque Wrenches - [300 - 1200 N.m]

»	 Torklama hassasiyeti ±%3.5
»	 TESB104/90   900 N.m kapasite
»	 TESB104/120 1200 N.m kapasite
»	 Sıkma ve sökme amacıyla kullanılabilir
»	 Demiryolu travers ray montajına uygun
»	 2 vitesli şanzıman, hızlı ve yavaş torklama
»	 Analog ayar paneli ile 99 farklı tork ayarı
»	 Ayarlanan tork değerine ulaştığında durur
»	 Yükseklik ayar mekanizması, ergonomik yapı
»	 Juwel fabrika kalibrasyon belgesiyle sevk edilir
»	 Menşei Almanya, üretici Juwel Schraubtechnik
»	 Türkiye’de yedek parça ve kalibrasyon hizmeti

»	 Accuracy  ±3.5%
»	 TESB104/90 Torque capacity 900 N.m 
»	 TESB104/120 Torque capacity 1200 N.m 
»	 Special design for railway bolting application
»	 Suitable for tightening & loosening operations
»	 2-gear full metal gear for quick and slow screwing
»	 Tool stops when selected torque value reached
»	 99 torque settings with analog adjustment panel
»	 Height adjustment enables ergonomic use
»	 Supplied with a Juwel house calibration certificate
»	 Technichal support & calibration service in Turkey

Parça No.
Part No.

Tork Aralığı
Torque Range

Kare Sürücü 
Square Drive 

Boşta Dönüş Hızı
Idle Speed

Yükseklik
Height

Ağırlık
Weight

# N.m inch Devir/dak. (rpm) mm kg

TESB-104/90 300 - 900 1" 36 950 - 1100 10

TESB-104/120 400 - 1200 1" 24 950 - 1100 10


